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ilwaukee M18 FUEL MULTI-TOOL

FASTER POWER FOR
CUTTING DEMOLITION

DRIVEN TO OUTPERFORM. Jicieesse e

materials from light

M18 FUEL is engineered for the most demanding tradesmen in the world. M18 FUEL detrs unrivaled performance in a compact » 10,000 to A i, sehnEeis)
structure and features three MILWAUKEE exclusive innovations - the POWERSEBrushless Motor, REDLITHIUM-ION Battery 20,000 OPM 3 SR ;
: . . - NAIL EMBED D to heavy (oak, nail
Pack and REDLINK PLUS Intelligence Hardware and Software - that deliver umatched power, run-time and durability. . 4.2 Degree L embedded woods)
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e Seconds (in 1" x 2" Oak)
O miLwaukee LIGHT \ J
BLADE POWERSTATE
CHANGE LEVER BRUSHLESS MOTOR
Provides tool-free blade change Provides faster cutting speed LOWE R

for faster accessory changes F U L |_ TO O |_
ook VIBRATION

ON/OFF SWITCH » More comfortable
Enables the exibility with less fatigue
of adjusting hand to the end user
é placement while 2 147
180 DEGREE S in use £ 12-
LED LIGHT o § 10
Provides greater % o<
visibility in all < —~
directions in low-light ° 5 °7
situations % ad
° 5 .
AUTO-LOAD
FEATURE 0 MILWAUKEE

Automatically ramps
up speed once in
the material for more
accurate starts

MAGNETIC VIBRATION SPECIFICATIONS

BLADE INTERFACE DAMPENING TECHNOLOGY VARIABLE SPEED DIAL
Provides additional ease-of-use Vibration Dampening 10-Setting Dial allows
the tool ensures increased to the application OPM 10,000 — 20,000 LED Light Ves

comfort and less fatigue
Oscillation Angle 4.2 degrees Speed Settings 10 + "A" Mode

Auto-Load Feature Yes Weight (w/5.0Ah Battery) 1.9kg

Tool Free Blade Change Yes

ACCESSORIES

Oscillating Oscillating
Multi-Tool ﬁ Multi-Tool
Dust Extractor | Adjustable
Attachment ¢ 4 Depth Stop
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